
4 channel, relay output 
The module provides four switched relay output
channels for controlling field devices [indicators,
actuators, audible alarms etc].

The module provides four individually switched relays with
terminations to a changeover contact for each channel. The
individual status LED’s indicate that the field output is
switched on and the healthy LED indicates that the module
is communicating on the ICENIbus. By pressing the RE logo
push-button, the status of the field outputs are collectively
shown on the master module display. 

The module can occupy any slot between the first [master]
and the last [power supply] modules.

ICENI Distributed System
Digital Output Module DO-01

General Specification
Operating temperature -20 to 70 °C
Storage temperature -25 to 85 °C
Mounting 35mm DIN rail
Field wiring termination Screw [cage clamp option]
Cross section/strip length 0.14 – 1.5mm² / 7mm
Enclosure Grey polyamide
Weight 130g
Protection IP20

Technical Specification
Number of outputs 4 changeover contacts
Contact max. switching current 1 A
Contact max. switching voltage 125 Vdc / 150 Vac
Contact max. switching capacity 30 W, 60 VA
Contact material Palladium nickel
Update rate 10 Hz
Mechanical life Typical 109 operations
Electrical life @ 30V / 1000mA Typical 1 x 104 operations
Isolation – Channel to channel 500 V
Isolation – Field wiring 1000 V
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